
.01.02 .05 .1 .15 .2
0

0.2

0.4

0.6

0.8

1

false positive rate

tr
ue

po
si

ti
ve

ra
te

Receiver Operation Characteristic (Canon 60D)

96
128
fusion
adapt
segment

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1
0

0.2

0.4

0.6

0.8

1

decision threshold

av
er

ag
e

F
1

sc
or

e

32 48 64 96 12
8

19
2

25
6

M
SF A
W

A
W

+ SG

SG
+

0

0.2

0.4

0.6

0.8

av
er

ag
e

of
pe

ak
F

1
sc

or
es

0 0.2 0.4 0.6 0.8 1
0

0.2

0.4

0.6

0.8

1

single scale (96 px window)

m
ul

ti
-s

ca
le

fu
si

on

per-image peak F1 scores

0 0.2 0.4 0.6 0.8 1
0

0.2

0.4

0.6

0.8

1

single scale (96 px window)

se
gm

en
ta

ti
on

-g
ui

de
d

per-image peak F1 scores

0 0.2 0.4 0.6 0.8 1
0

0.2

0.4

0.6

0.8

1

single scale (96 px window)

ad
ap

tv
e-

w
in

do
w

per-image peak F1 scores


